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DISCUSSION

TABULATION OF PROPOSED SERVICE CONTOURS

OIST4Nces TO CONTOURS (KILOMETeRS):

FREQUE NCY: 105.7000 MHZ Ch. 289A

F(SO,50) CURVES NUMBER OF CONTOURS: 2

AZ HAAT ERP CONTOUR LEVELS (OBU):
(ofGS) (M) C08K) 70.0 60.0

.0 108 7.8r;) 16.8 29.5
45.0 101 7.80 16.3 28.7
90.0 lOS 7.80 16.6 29.1

135.0 101 7.80 16.2 28.6
148.0 102 7.80 16.4 28.8
180.0 102 7.80 16.4 28.8
22 s.o 90 7.80 IS.3 27.2
270.0 102 7.80 16." 28.8
315.0 88 7.80 15.2 26.9
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EXHIBIT "A"

The proposed transmitter is located within 10 km of existing

or proposed FM and/or TV transmitters. This applicant does not

believe that any adverse effects on the operation of any existing

or proposed facility would result from a grant of this application.

The frequency separations, and the physical distance between the

facilities should preclude any effects.

In the event such harmful effects are noted, including but not

limited to receiver-induced or other types of modulation, the applicant

accepts full responsibility for the elimination of any objectionable

interference to facilities in existence or authorized or to radio

receivers in use prior to grant of this application.

The applicant will take such engineering steps as may be required

to satisfy complaints including, but not limited to, the installation

of filters, traps, or other devices.

The applicant will comply with the provisi6ns of 47 C.F.R. Sec.

73.318. The proposed transmitter is so loc~ted th~t there is some

resident population within the predicted "blanketing" contour, as

defined in 47 C.F.R. Section 73.318. While the number of persons

potentially affected is minimal, the applicant agrees that full

co~pliance with the procedures and requirements of 73.3l8(b) and (d)

will be attained.
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EXHIBIT E-2

ANALYSIS OF TOPOGRAPHIC~ EMPLOYED

The topographic data employed in this application is
based on the National Geophysical Center thirty second point
topography data base (TPG-OOSO).

The averages calculated include 81 points between 3 and
16 km.

The t~ansmitte~ site elevation was determined by means
of 7.5' series topographic mapping. The site coordinates
were also developed from the 7.5' series map.

A portion of that map is included in this report as
Exhibit E-S.

A detailed topographic analysis using 7.5' topographic
maps will be supplied to the Commission if requested.
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EXHIBIT E-3

VERTICAL PLAN

Single, guyed steel tower to support
FM Broadcast antenna for operation
on 105.7 mHz, 6 kW ERP.

SITE LOCATION

NL 30° 22' 27"
WL 82° 01' 36"

w. of 5-121, 8.8 kIn NW of Baldwin. Site
in Nassau CD., FL.

------.~~--127 m ams1

Prop. FM
123m-... -_-----
antS1

105 m
a;J1

not to scale
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EXHIBIT E-4

PROPOSED FM OPERATING SPECIFICATIONS

J\R)licant: Douglas Johnson

F1:equency: 105. 7 mHz Channel: 28 9A ERP: 6 kW HMT: 100 (neters)

Trl!llUlldtter IDcat:la1: w. of 8-121, 8.8 km NW of Baldwin(Baldwin in Duval Co.:

state:

Nassau

Florida

Site ~ O:Jo%dinates: NL 30 0 22' 27" WL 82 0 01' 36"

Pxq:oeed OperatiCl1:

Effective Radiated Power: 6 (kW)H 6 kW(V)

Height of Antenna Radiat.i.al center Above:

Average '1errain Cbi.

B

v

100

100

meters

meters

123 m 105 m

123 m 105 m

Overall Height of Structure Above Gromd: 109 neters
overall Height of Strocture Abow Mean sea Ieve1: 12 7 meters
site Elevati.ci1: 18 meters
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EXHIBIT E-6

TABULATION OF POPULATION AND~

Prop.

CONTOUR

1.0 mV/m

POPUIATION

105,465 Persons

AREA

2,544 aq.km.

The population served by this proposal was determined by
superimposing the proposed service contour onto U.s. Standard
Civil Division Maps of the 1980 Census, and assuming uniform
population distribution within each minor division. The data
was computer generated. The area within the specified
service contour was determined by measurement of the area
using a calibrated polar planimeter. The census data is
corrected 1980 information.


